The Rockwell 225-11 

High Speed Braider 

... for reinforcement of hydraulic 
and industrial hose 




The Model 225-11 
High Speed Braider 

1. A standard module to be used for braiding or 
braiding in conjunction with spiral winding. 

2. Up to 225 rotor rpm operation with wire 
and yarn. 

3. Higher wire and yarn carrier payload up to: 

19 lbs. wire 

5 lbs. yarn 

4. Improved product quality — higher burst and 
longer impulse life. 

5. Quick convertibility for wire or yarn braiding. 

6. Reduced noise level. 

7. Functional design for operator convenience. 

8. Each deck mounts to floor and is self 
supporting. 

9. Independent recirculating lubrication system, 
including pump, filter, and pressure control. 

The “225-1 1” Braider utilizes a new concept in 
wire or yarn reinforcement for a broad range 
of hose — a concept that gives you the ability 
to produce hose at new speed levels . . . and 
with an improvement in the quality and 
uniformity of your product. 

This new operating capability is the result of a 
unique, patented carrier transfer system, an 
advanced technical feature of the machine. It 
results in greater uniformity of wire or yarn 
tension previously possible — even though 
there is higher capacity for wire or yarn — 
which means you can produce more hose per 
bobbin change. 
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MODEL 225-11 HIGH SPEED 
BRAIDER MODULE 

Available with 20, 24 and 36 carriers 


COMPACT CARRIER OFFERS: 


1. Optimum tension control 

2. Wire Capacity — 19 lbs. 
Yarn Capacity — 5 lbs. 


3. Easy threading and loading 

4. Reliable operation 






HORN GEAR TYPE BRAIDERS 

For Round and Tubular Constructions 

• Standard-Duty or Heavy Duty Deck Plates 

• 4 inch, 7 inch, or 9 inch diameter horn gears 

• Standard-Duty or Heavy-Duty Haul-Off Units 

• 15 inch, 36 inch, or 48 inch diameter take-up wheels 


ROCKWELL reserves the right to alter the design 
and specifications of any of its products without 
prior notice. 


Rockwell 

International 




Three-deck, horizontal type, 24 x 24 x 24 carrier, 7 " diameter 
horn gear braider with automatic lubrication and haul-off. 



Rockwell 

International 




Twin deck, horizontal type, 24 x 24 carrier, 7" diameter horn gear braider with automatic lubrication and haul-off. 


Rockwell 

International 




Single deck, vertical type, 36 carrier. 7" diameter horn gear braider with automatic lubrication and 
36" diameter take-up wheel having front idler sheave. 



Rockwell 

International 



Vertical bench top type, 24 carrier, -4" diameter horn 
gear braider. 



Rockwell Horn Gear Type Maypole Braiders 

for the production of round, tubular, 
square and lattice constructions 


Rockwell International (and its predecessor company, Textile Machine 
Works) has been designing and manufacturing horn gear type (Conven- 
tional) Braiding Machinery since 1892. Installations of Rockwell “Con- 
ventional” Braiders can be found in countries throughout the world. 

They are recognized in the field for their superior deck design and 
construction. 

In addition to reinforcing hose with yarn and/or wire, Rockwell "Con- 
ventional” Braiders produce round, tubular, and square constructions 
for many products and industries, including the packing material indus- 
try. Horizontal Models, Vertical Floor Models, and Vertical Bench Top 
Models offer braider versatility to meet your product requirements. The 
Horizontal Machines feature a product haul-off unit for solid or flexible 
mandrel braiding, while the Vertical Machines feature a product take-up 
wheel (capstan) for flexible mandrel or non-mandrel braiding. 

Rockwell “Conventional" Type Braiders utilize the Conventional Maypole 
principle of horn gears driving carriers supported by carrier feet with 
l-shaped cross-sections traveling in slots. 

Features include: 

• Steel deck plates 

• Flange type gear bolts 

• Ball bearing main shafts 

• Change gear speed control 

• Automatic or manual lubrication 

• Operator safety guards and covers for the deck gears, carriers, 
and change gear boxes (carrier guards not illustrated on two 
Vertical Braiders) 

• Electrical safety interlocks 

• Various types of carriers for yarn and for wire 

Ruggedly built, Rockwell “Conventional" Braiders offer various models 
to meet your braiding needs. 
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Spring tension yarn braiding carrier for 7" diameter horn Spring tension yarn braiding carrier for 7 diameter horn 

gear braider decks, both horizontal and vertical types gear braider decks, vertical types only (universal wound 

(universal wound yarn package size 3%" diameter by yarn package size 3%" diameter by 6", 7" or 8" traverse). 

6", 7" or 8" traverse). 




Vertical bobbin “torsion spring 
type" wire braiding carrier for 7 " 
diameter horn gear braiding decks, 
both horizontal and vertical types 
(bobbin size 3%" diameter by 8“ 
traverse holding approximately 13 
pounds of wire). 



Vertical bobbin "compression 
spring type” wire braiding carrier 
for 7 " diameter horn gear braiding 
decks, both horizontal and vertical 
types (bobbin size 3%" diameter by 
8" traverse holding approximately 
13 pounds of wire). 


Vertical bobbin “torsion spring 
type" wire braiding carrier for 9” 
diameter horn gear braider decks, 
both horizontal and vertical types 
(bobbin size 3%" diameter by 8" 
traverse holding approximately 
13 pounds or wire). 






HORN GEAR TYPE BRAIDERS 

For Square and Lattice Constructions 

8-Carrier Square Contructions 

• 5 inch, 12 inch, or 18 inch diameter horn gears 

• 15 inch, 20 inch, or 24 inch diameter take-up wheels 

Interlocking 20-Carrier or 36-Carrier Square Constructions 

(Lattice Braid) 

•7 y 2 inch or 11 inch diameter horn gears 

• 36 inch or 48 inch diameter take-up wheels 


ROCKWELL reserves the right to alter the design 
and specifications of any of its products without 
prior notice. 




Rockwell 

International 



Vertical bench top type, 8 carrier, 5" diameter horn gear, 
square packing braider. 







Rockwell 

International 


Vertical type, 36 carrier, 7W diameter horn gear, lattice 
packing braider (with guard). 



Rockwell 

International 



Vertical type, 36 carrier, 7'h" diameter horn gear, lattice 
packing braider (without guard). 




Top and bottom weight yarn braiding carrier tor 7'h" diameter horn gear 
lattice packing braiders. 

(Accepts Bobbins) (Accepts Universal Wound Yarn Package) 
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No braid ring 
required 



Rate of haul-off 
controlled by change gears 
or infinitely variable 
speed control 


CATERPILLAR HAUL-OFF 
MODULE 


The ‘Rockwell’ Modular System 
for Hose Reinforcing . . . 

. . . is a unique, flexible system. Standard 
modules can be utilized to make a complete 
system to match your braiding requirements 
(1 to 4 decks) or to include spiral winding 
decks. You can buy part of the system now and 
add to it later or you can interchange modules 
between systems to meet your product 
requirement at that time. In addition to the 
Model 225-11 High Speed Braider, other 
modules available include the Precision Spiral 
Winder Module, let-off equipment, haul-off 
equipment, take-ups and other auxiliary devices. 

A few of the many combinations of the new 
Modular System are shown below: 
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ACOUSTIC ENCLOSURES FOR ‘ROCKWELL’ HIGH-SPEED BRAIDERS 



Sound conditioning material protected from lubricating oils. 


The acoustic modules will be supplied to meet your plant 
layout needs. Doors are available on one or both sides. 
Removable product entrance and exit plates can be sized 
to suit the product and auxiliary equipment. 


Exhaust fan with filter collects 
lint when braiding yarn. 


Safety interlock 


Fluorescent lighting at 
each deck module. 


Acoustical glass window 
provide a clear view of 
braiding operation. 


Operator controls conveniently 
located. 





